
Made in Vietnam

95% ALMOST READY TO FLY
SPECIFICATION:  

-  Wingspan: 1,920mm (75.59in).
-  Length: 1,560mm (61.42in.) 
-  Weight: 5.1kg (11.22lbs).
-  Wing area: 62.4dm2.
-  Wing loading: 81.7g/dm2.
-  Servo mount: 42mm x 21mm.
-  Wing type: Naca Airfoil. 
-  Gear type: Oleo struts (included).
-  Spinner: 95mm.

Parts listing required (not included):
-  Radio: 06 channels.
-  Servo: 09 servos.  
-  Engine: 120   4 strokes; 120   2 strokes.
-  Motor: Brushless outrunner 1800-2300W, 450KV. 
-  Propeller: Suit with your engine.

   

Recommended Motor
and Battery set up (not included):
-  Motor:  RIMFIRE.120.
-  Lipo cell: 6 cells 4,000-5,000mAh.
-  ESC: 80A.
-  Receiver battery: 6V/ 1200-2000mAh NiMH.
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OLEO STRUTS LANDING GEAR.
BALSA AND PLY WOOD CONSTRUCTION.
COVERED WITH PVC PRINTING.
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Instruction manual RYAN Item code: BH72

When ready to �y, �rst extend the transmitter aerial.
Switch on the transmitter.
Switch on the receiver.
Check that the wings are correctly �tted to the fuselage.
Operate the control sticks on the transmitter and check 
that the control surfaces move freely and in the CORRECT 
directions.
Check that the transmitter batteries have adequate 
power.
ALWAYS take o� into the wind.
If the model does not respond correctly to the controls, 
land it as soon as possible and correct the fault.
ALWAYS land the model INTO the wind, this ensures
that the model lands at the slowest possible speed.
Switch o� the receiver.
Switch o� the transmitter.
Empty the fuel tank after �ying, fuel left in the tank can 
cause corrosion and lead to engine problems.

Top Flite® MonoKote® Sealing Iron 
Top Flite Hot Sock Iron Cover 
Top Flite MonoKote Trim Seal Iron 
Top Flite MonoKote Heat Gun 

Thin CA 
30-minute epoxy 
6-minute epoxy
Threadlocker thread locking cement 
Mixing sticks 
Mixing cups (GPMR8056)
Epoxy brushes 
Denatured alcohol 
Canopy Glue 
Felt-tipped pen or pencil 
Flat screwdriver
Adjustable wrench 
Drill
Hobby knife 
Masking tape
Phillips screwdriver (large) 
Phillips screwdriver (small)
Ruler 
Sandpaper
Soldering iron
Solder
Hex wrench
Drill bit: 1/16-inch (1.5mm), 5/64-inch (2mm), 
1/8-inch (3,2mm), 3/16-inch (4,8mm),11/64-inch 
(4.5mm), 13/64-inch (5,2mm), 1/4-inch (6,4mm)

ADHESIVES AND REQUIRED TOOLSFLIGHT WARNINGS

COVERING TOOLS

Academy of Model Aeronautics National Model Aircraft Safety Code

4

of the pilot or spotter(s). It may not exceed limitations of this code and is intended exclusively for sport, 
recreation, education and/or competition. All model flights must be conducted in accordance with this safety code 
and related AMA guidelines, any additional rules specific to the flying site, as well as all applicable laws and 
regulations. 

 
As an AMA member I agree: 
• I will not fly a model aircraft in a careless or reckless manner. 

Guidance and a spotter when appropriate. 
• I will not operate any model aircraft while I am under the influence of alcohol or any drug that could adversely affect 

my ability to safely control the model. 
• I will avoid flying directly over unprotected people, moving vehicles, and occupied structures. 

• I will maintain visual contact of an RC model aircraft without enhancement other than corrective lenses prescribed 
to me. When using an advanced flight system, such as an autopilot, or flying First-Person View (FPV), I will 

Program. 
• I will only fly a turbine-powered model aircraft in compliance with AMA’s Gas Turbine Program. 
• I will not fly a powered model outdoors closer than 25 feet to any individual, except for myself or my helper(s) 

located at the flightline, unless I am taking off and landing, or as otherwise provided in AMA’s Competition 
Regulation. 

• I will use an established safety line to separate all model aircraft operations from spectators and bystanders.

Effective January 1, 2018
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!

1.  Using a modeling knife, cut one length of tygon 
fuel line (the length of tygon fuel line is 
calculated by how the weighted clunk should 
rest about 5mm away from the rear of the tank 
and move freely inside the tank). Connect one 
end of the line to the weighted clunk and the 
other end to the Copper pick up tube in the 
stopper.

2.  Carefully bend the second Copper tube up at a 
40 degree angle. This tube will be the vent tube 
to the muffler.

3.  Carefully bend the third Copper tube down at a 
40 degree angle. This  tube will be vent tube to 
the fueling valve.

    When the stopper assembly is installed in the 
tank, the top of the vent tube should rest just 
below the top surface of the tank. It should not 
touch the top of the tank.

4. Test fit the stopper assembly into the tank. It 
may be necessary to remove some of the 
flashing around the tank opening using a 
modeling knife. If flashing is present, make 
sure none of it falls into the tank.

!

5. When satisfied with the alignment of the stopper 
assembly tighten the 3mm x 25mm machine 
screw until the rubber stopper expands and 
seals the tank opening. Do not over tighten the 
assembly as this could cause the tank to split.

6.  Using a modeling knife, cut 3 lengths of fuel line 
. Connect 2 lines to the 2 vent tubes and 1 line 
to the fuel pickup tube in the stopper.

7. Feed three lines through the fuel tank 
compartment and through the pre-drilled hole in 
the firewall. Pull the lines out from behind the 
engine, while guiding the fuel tank into place. 
Push the fuel tank as far forward as possible, 
the front of the tank should just about touch the 
back of the firewall.

     Blow through one of the lines to ensure the fuel 
lines have not become kinked inside the fuel 
tank compartment. Air should flow through 
easily.

    Do not secure the tank into place permanently 
until after balancing the airplane. You may 
need to remove the tank to mount the battery in 
the fuel tank compartment.

8.  Secure the fuel tank.

Instruction manual                                   JU87 – STUKA                                 Item code: BH80A



 - - - 1  - - - 1

 - - - 1

 - - - 4

 - - - 1

Clunks Fiber glass 

 - - - 1Metal

3x25mm Screw

Rubber

58mm Copper tube

58mm 
Copper tube

3X25mm Screw INSTALLING THE STOPPER

Bend 400

Tygon Tubing

Tygon Tubing

58mm
Copper tube

Rubber

Aluminium

Clunks

5mm

Ziptie

Metal

 - - - 1

Copper

Instruction manual                                   JU87 – STUKA                                 Item code: BH80A



Instruction manual                                   JU87 – STUKA                                 Item code: BH80A



Instruction manual                                   JU87 – STUKA                                 Item code: BH80A



Instruction manual                                   JU87 – STUKA                                 Item code: BH80A



Instruction manual                                   JU87 – STUKA                                 Item code: BH80A



Instruction manual                                   JU87 – STUKA                                 Item code: BH80A



Instruction manual                                   JU87 – STUKA                                 Item code: BH80A



Instruction manual                                   JU87 – STUKA                                 Item code: BH80A



Instruction manual                                   JU87 – STUKA                                 Item code: BH80A



Instruction manual                                   JU87 – STUKA                                 Item code: BH80A



Instruction manual                                   JU87 – STUKA                                 Item code: BH80A



Instruction manual                                   JU87 – STUKA                                 Item code: BH80A



Instruction manual                                   JU87 – STUKA                                 Item code: BH80A



Instruction manual                                   JU87 – STUKA                                 Item code: BH80A



Instruction manual                                   JU87 – STUKA                                 Item code: BH80A



Instruction manual                                   JU87 – STUKA                                 Item code: BH80A



Instruction manual                                   JU87 – STUKA                                 Item code: BH80A



Instruction manual                                   JU87 – STUKA                                 Item code: BH80A


